StoTherm® ci
Floor Line Joint over Wood Frame

Notes:
1) Joint required at floor lines in wood frame construction.

2) Gap wood sheathing edge and end joints in accordance with APA (American Plywood Association) recommendations.

3) Maintain waterproofing and air barrier continuity with a barrier membrane across the sheathing joint. Support the barrier membrane with a backer rod.

4) Refer to Sto specifications and product bulletins for detailed information on substrates and Sto material options.

Attention

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional, general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections, for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components or assemblies, or for other construction activities beyond Sto’s control. Improper use of Sto products, or use as part of an improperly designed or constructed larger assembly or building may result in serious damage to Sto products, and to the structure of the building or its components. Sto Corp. disclaims all warranties express or implied except for explicit limited written warranties issued to and accepted by building owners in accordance with Sto’s warranty programs which are subject to change from time to time. For the fullest, most current information on proper application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp. website, www.stocorp.com.

Notes:
1) Joint required at floor lines in wood frame construction.

2) Gap wood sheathing edge and end joints in accordance with APA (American Plywood Association) recommendations.

3) Maintain waterproofing and air barrier continuity with a barrier membrane across the sheathing joint. Support the barrier membrane with a backer rod.

4) Refer to Sto specifications and product bulletins for detailed information on substrates and Sto material options.

Attention

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional, general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections, for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components or assemblies, or for other construction activities beyond Sto’s control. Improper use of Sto products, or use as part of an improperly designed or constructed larger assembly or building may result in serious damage to Sto products, and to the structure of the building or its components. Sto Corp. disclaims all warranties express or implied except for explicit limited written warranties issued to and accepted by building owners in accordance with Sto’s warranty programs which are subject to change from time to time. For the fullest, most current information on proper application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp. website, www.stocorp.com.