sto

Building with conscience.

StoVentec® Fiber Cement

Horizontal Panel Example Layout Date: August 2024

StoVentec F.C. (4 x 8 feet) Attachment (14 inch max. fastener spacing) to StoVentro™ L and
T-Profiles, spaced at 16" 0.c.(406mm), Field and Edge fastening of StoVentec F.C.

Elevation View Detail No.: 90.Fc.002

ole

Ultimate Wind Load Capacity, based on ASTM E330 wind load testing:
-161 psf (7.71 kN/m?)

Layout Notes:

1. For Staggered/running-bond layouts, exchange L-Profiles for T-Profiles (120mm) as necessary to ensure all
vertical panel joints meet on T-Profiles.

2. Horizontal joints between vertical profiles - leave 10-15mm gap between metal ends, and do NOT span the gap
with fiber cement (horizontal joints for panels must also occur at/near rail joints - see Detail 90.Fc.35).

3. Joints between panels are spaced 8-10mm (~%").

4. Panel Fixed Point fasteners must occur on separate rails near the panel centers. Refer to the StoVentec Fiber
Cement Design Guide or full Install Guide for more information on fixed points and fastening sequences.
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ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME. For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.
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