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StoVentec® Fiber Cement Rainscreen
Concealed Fixing Details

Concealed Fixing Detail List

Structure/Sub-Framing/Wind Loads
Fiber Cement Hidden Attachment - 22-1/2" o.c. Horizontal Agraffe Profiles, -140psf Ultimate Wind Load Capacity

Buildups, Sub-Construction and Panel Joints
StoVentro System Buildup with Fiber Cement - Section View
Fiber Cement Panel Installation - System Buildup - Section View
Fiber Cement Panel Installation - System Buildup - Plan View
Fiber Cement Panel Installation - Vertical Joint - Plan View 
Fiber Cement Panel Installation - Horizontal Joint at StoVentro Profile Joint - Section View

Installation Components
StoVentro™ Steel Brackets - Large (FP) and Small (GP) attachment locations - Section View
StoVentro™ Steel Brackets - Large (FP) and Small (GP) attachment locations - Elevation & Plan View
Concealed Fixing Fiber Cement - StoVentro Agraffe Profile Attachment - Fixed and Sliding Points
Fiber Cement Panel Installation - StoVentro™  Sub-construction Installation at outside corners, jambs, transitions

Installation at Grade, Roofs
Installation at Grade - Exposed Substrate with Sto Ventilation Profile
Installation at Grade with Sto Ventilation Profile
Installation at Roofline

Installation at Windows
Installation at Window Head with Metal Flashing
Installation at Window Head with Sto Lamella and Metal Flashing
Installation at Window Head with Fiber Cement and Sto Ventilation Profile
Window Jamb - Metal Return 
Window Jamb - Fiber Cement Return 
Window Sill

Installation at Soffit and Ceiling
Termination under DAFS Soffit or Ceilling - Not Insulated (Unconditioned) 
Vertical wall to Soffit or Ceiling Fiber Cement Panel Installation - Insulated (Conditioned) 
Fiber Cement Soffit or Ceiling transition to Vertical Wall Installation - Insulated (Conditioned)

Installation at Parapet
Parapet with 10mm Ventilation

Installation at Wall Penetrations
Scupper Penetration with Open Joints
Small Penetration within field of panel

Installation at Movement Joints
Wall Structural Joint

90.Fc.010

90.Fc.020C
90.Fc.022C
90.Fc.031C
90.Fc.032C
90.Fc.035C

90.Sc.045
90.Sc.046
90.Fc.046C
90.Fc.049C

90.Fc.055C
90.Fc.065C
90.Fc.150C

90.Fc.080C
90.Fc.082C
90.Fc.084C
90.Fc.086C
90.Fc.088C
90.Fc.090C

90.Fc.161C
90.Fc.162C
90.Fc.170C

90.Fc.180C

90.Fc.300C
90.Fc.330C

90.Fc.390C
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Installation at Corners
Inside Corner 
Inside Corner at Alternative Facade
Outside Corners
Outside Corners for Segmented Radius Walls/Non-90-Degree Outside Corner 

Transitions
Horizontal Transition at Alternative Facade

Fire Protection at Floorlines
Horizontal Joint at StoVentro Profile Joint with Sto Lamella - Section View
Horizontal Joint at StoVentro Profile Joint with Metal Fire Break - Section View

90.Fc.400C
90.Fc.409C
90.Fc.410C
90.Fc.412C

90.Fc.475C

90.Fc.550C
90.Fc.555C

StoVentec® Fiber Cement Rainscreen
Concealed Fixing Details

Concealed Fixing Details (cont'd)





StoVentec Fiber Cement
Concealed Anchor System buildup with StoVentro Sub-construction

Section View

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Date: August 2025

Detail No.:  90.Fc.20C

30mm
 1- 3

16"

53mm
 2- 1

16"

®

Building with conscience.

10mm (3
8")

StoVentro Profile

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection
5.5 x 22mm

StoVentro FP (large) Bracket

Anchoring element in accordance
with structural analysis

Bracket adjustment and attachment range
Typical 30mm, except where noted

Ventilation and insulation cavity
Insulation omitted for clarity

StoGuard® Air & Water-Resistive Barrier

Structural Wall Assembly

StoVentec Fiber Cement Panel (10mm)

8-12mm joint

Bracket Length
25mm - 360mm

StoVentro Carrier Profile Hanger

StoVentro Agraffe Profile

StoVentec FC Hidden Anchor

32mm
 1- 14"

42mm
 1- 58"

StoVentro Leveling Screw



StoVentec Fiber Cement panel installation
StoVentro™ Sub-Construction System build up - Concealed F.C. fixing

Section View

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Date: August 2025

Detail No.: 90.Fc.022C

®

Building with conscience.

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

StoVentec Fiber Cement Panel (10mm)

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro Profile

Anchoring element in accordance
with structural analysis

StoGuard® Air & Water-Resistive Barrier

StoVentro GP (Small) Bracket

StoVentro Carrier Profile Hanger

StoVentro Agraffe Profile

StoVentec FC Concealed Anchor



StoVentec Fiber Cement Panel Installation
Concealed Fixing
StoVentro™ Sub-Construction System - L-Profile in Panel Field
Plan View

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Date: August 2025

Detail No.: 90.Fc.031C

®

Building with conscience.

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

StoVentec Fiber Cement Panel (10mm)

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro L-Profile

Anchoring element in accordance
with structural analysis

StoGuard® Air & Water-Resistive Barrier

StoVentro Bracket

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per
Hanger, spaced per project wind load
requirements

StoVentro Agraffe Profile

42mm
 1- 58"



.

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro T-Profile (90mm)

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

StoVentro Leveling Screw

StoVentro Agraffe Profile

Anchoring element in accordance
with structural analysis

StoVentro Bracket

StoGuard® Air & Water Resistive Barrier

StoVentec™ Fiber Cement
Concealed Fixing Panel Installation - Vertical Panel joint
at StoVentro™ T-Profile
Plan View

Date: August 2025

Detail No.: 90.Fc.032C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design
professional, general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no,
liability for on-site inspections, for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the
nonperformance of adjacent building components or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an
improperly designed or constructed larger assembly or building may result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY
BUILDING OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current
information on proper application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

StoVentec Fiber Cement Panel (10mm)
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StoVentro Carrier Profile Hanger

StoVentec FC Concealed Fastener -
TUF-S 6x9 - two per Hanger - spaced
per engineering requirements











406 mm

StoVentec® Fiber Cement
StoVentro™ Sub-construction Installation at outside corners, jambs, returning
transitions, and transitions to alternative cladding - Concealed F.C. Fixing
Plan View

Date: August 2025

Detail No.: 90.Fc.049C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site
inspections, for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent
building components or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger
assembly or building may result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Recommended fastening direction for connection of the StoVentro™ Wall
Brackets to the vertical StoVentro™ Profile and alignment of the wall brackets

16" o.c
406 mm
16" o.c

≤406 mm
≤16" o.c

406 mm
16" o.c

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

406 mm
16" o.c

406 mm
16" o.c

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Alternative
Cladding

StoVentro™ Wall Brackets and Profile alignment and
requirements at outside corners, jambs and returning transitions.1

StoVentro™ Wall Brackets, Profile alignment and requirements
at returning transitions and transitions to alternative cladding2

16" Max
Cantilever

3
8" (10 mm)

StoVentro Bracket

StoVentro
L-Profile

StoVentro Bracket
StoVentec Fiber
Cement (10mm)

StoVentec Fiber
Cement (10mm)

®

Building with conscience.

StoVentro Agraffe

StoVentro Carrier
Profile Hanger

StoVentro
L-Profile

StoVentro Carrier
Profile Hanger

StoVentro Agraffe



StoVentec Fiber Cement panel installation
StoVentro™ Sub-Construction System
Installation at grade - Concealed F.C. Fixing
Section View

Date: August 2025

Detail No.: 90.Fc.055C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

®

Building with conscience.

Observe min. 2" (50mm) clearance above
hardscape grade or 6" (150mm) above soil
grade
(Cantilevered horizontal edge 1- 7

16" (36mm) max)

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro L or T Profile

Anchoring element in accordance
with structural analysis

StoGuard® Air & Water-Resistive Barrier

StoVentro Small (GP) Bracket

Sto Starter Profile

Alternate cladding or finish
(Not Shown)

StoVentec Fiber Cement Panel (10mm)

Position fasteners min. 3" (75mm) (max. 4" (100mm))
above panel bottom edge

StoVentro Carrier Profile Hanger

StoVentro Agraffe Profile

StoVentec FC Hidden Anchor (Two per Hanger)



Splash zone / drainage condition

StoVentec Fiber Cement panel installation
StoVentro™ Sub-Construction System
Installation at grade with Sto Ventilation Profile - Concealed F.C. Fixing
Section View

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional, general contractor or
builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections, for its products applied improperly, or by
unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components or assemblies, of for other construction activities beyond Sto’s
control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may result in serious damage to Sto products, and to the structure of the building or its
components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING OWNERS IN ACCORDANCE
WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper application, clean-up, mixing and other specifications and
warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Detail No.: 90.Fc.065C

Date: August 2025

®

Building with conscience.

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro L or T-Profile

Anchoring element in accordance
with structural analysis

StoGuard® Air & Water-Resistive Barrier

StoVentro Small (GP) steel Bracket

Rigid Insulation with protective cover (by others)

w/ compatible foundation waterproofing
Ensure AWRB continuity with StoGuard

Sto Ventilation Profile supported with
L Flashing (by others)

StoVentec Fiber Cement Panel (10mm)

Observe min. 2" (50mm) clearance
above hardscape grade or 6"
(150mm) above soil grade
(Cantilevered edge 1" (25mm) max)

Position fasteners min. 3" (75mm) (max.
4" (100mm)) above panel bottom edge

StoVentro Carrier Profile Hanger

StoVentro Agraffe Profile

StoVentec FC Hidden Anchor (Two per Hanger)



Sto Ventilation Profile- supported by
L-angle flashing (by others)
Coat the profile black in the joint area

Roof insulation, cover board, roof membrane,
and/or flashing (by others)

Compatible roof/wall waterproofing

Ensure AWRB continuity with StoGuard

StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Concealed Fixing - Installation at Roofline with Sto Ventilation Profile
Section View

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional, general contractor or
builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections, for its products applied improperly, or by
unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components or assemblies, of for other construction activities beyond Sto’s
control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may result in serious damage to Sto products, and to the structure of the building or its
components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING OWNERS IN ACCORDANCE
WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper application, clean-up, mixing and other specifications and
warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Detail No.: 90.Fc.150C

Date: August 2025

®

Building with conscience.

Flashing and termination bar with thermal break
(as required) for roof membrane (by others)

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

StoVentro L or T-Profile

Anchoring element in accordance
with structural analysis

StoGuard® Air & Water-Resistive Barrier

StoVentro Small (GP) Bracket

StoVentec Fiber Cement Panel (10mm)

Mineral wool insulation

Observe min. 2" (50mm) clearance
above hardscape grade and roofing
(Cantilevered edge 1" (25mm) max)

Position fasteners min. 3" (75mm) (max. 4" (100mm))
above panel bottom edge

StoVentro Carrier Profile Hanger

StoVentro Agraffe Profile

StoVentec FC Hidden Anchor



Date: August 2025

Detail No.: 90.Fc.080C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Concealed Fastening - Installation at Window Head with head flashing and Ventilation Profile
Section View

Min. 12" (12mm) clearance

®

Building with conscience.

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro Small (GP) steel Bracket

StoGuard® Air & Water-Resistive Barrier

StoVentro L or T-Profile

Anchoring element in accordance
with structural analysis

Head flashing and attachment (by others)
Sloped min 2% from top of profile, include drip edge

StoVentec Fiber Cement Panel (10mm)

Position fasteners min. 3" (75mm) (max. 4" (100mm))
above panel bottom edge

Sto Ventilation Profile supported with
L Flashing (by others) - prior to installation, add black spray
paint to ventilation profiles that shall be visible

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per
Hanger, spaced per project wind load requirements

StoVentro Agraffe Profile





Date: August 2025

Detail No.: 90.Fc.084C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Installation with Concealed Fixing at Window Head with Fiber Cement shallow return (maximum depth
14 - 3

16 in. (360mm)) (Visible Fixing) and Ventilation Profile
Section View

®

Building with conscience.

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro Small (GP) Bracket

StoGuard® Air & Water-Resistive Barrier

StoVentro L or T-Profile

Anchoring element in accordance
with structural analysis

T/L Profile segment - horizontal w/ EPDM Foam Tape
Fasten to vertical Profiles with min. two screws or rivets

StoVentec Fiber Cement Panel (10mm)

Sto Ventilation Profile  - prior to installation, add black spray paint to
ventilation profiles that shall be visible - fasten to vertical T/L Profile with rivets or
screws

1-1
4 in.

(32mm)
1
4 - 38 in.
(5-10mm) StoVentec Fiber Cement Panel - shallow opening head

return panel (max. depth 14 - 3
16 in. (360mm)) -

Fastened with Visible Fixing per fixed and sliding point rules.
See Sto Details 90.Fc.162-170 for full soffit/ceiling applications

Position fasteners min. 3" (75mm) (max. 4" (100mm))
above panel bottom edge

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per
Hanger, spaced per project wind load requirements

StoVentro Agraffe Profile



StoVentec® Fiber Cement
StoVentro Sub-construction
Window Jamb - Metal Return - Concealed F.C. Fixing
Plan View

Date: August 2025

Detail No.: 90.Fc.086C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site
inspections, for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent
building components or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger
assembly or building may result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

®

Building with conscience.

StoVentec Fiber Cement (10mm)

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

Anchoring element in accordance
with structural analysis

StoVentro Bracket

StoGuard® Air & Water-Resistive Barrier

StoVentro L-Profile

Note: Keep fasteners min. 32mm (1-1/4") (max. 4" (100mm)) in
from vertical edge of panel.

Metal Jamb Flashing (by others)

8-10mm (38")

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per Hanger,
spaced per project wind load requirements

StoVentro Agraffe Profile



StoVentec® Fiber Cement
StoVentro Sub-construction
Concealed Fixing - Window Jamb - Deep F.C. Return >6 inches (152mm) with Brake Metal
Plan View

Date: August 2025

Detail No.: 90.Fc.088C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site
inspections, for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent
building components or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger
assembly or building may result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

StoVentec Fiber Cement (10mm)

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro L-Profile

Anchoring element in accordance
with structural analysis

StoVentro Bracket

StoGuard® Air & Water-Resistive Barrier

®

Building with conscience.

1
8 in. (3mm) Aluminum J brake metal (by others)

Note: Keep fasteners min. 32mm (1-1/4") (max.
4" (100mm)) in from vertical edge of panel.

8-10mm (1
4-38")

StoVentro Carrier Profile Hanger

StoVentro Agraffe Profile

StoVentec FC Hidden Anchor



30-50 mm

StoVentec® Fiber Cement
StoVentro Sub-construction
Concealed Fixing - Window Sill with Sto Ventilation Profile
Section View

Date: August 2025

Detail No.: 90.Fc.090C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site
inspections, for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent
building components or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger
assembly or building may result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

10-20mm

StoVentec Fiber Cement (10mm)

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro Bracket

StoGuard® Air & Water-Resistive Barrier

StoVentro Profile

Anchoring element in accordance
with structural analysis

Bent metal profile (by others)
Install the bent metal sheet with an overlap of
30-50mm to allow for proper ventilation

®

Building with conscience.

Position fasteners min. 3" (75mm) (max. 4" (100mm))
from panel horizontal edges

Sto Ventilation Profile- supported by
L-angle flashing (by others)

StoVentro Carrier Profile Hanger with Adjustment Screw

StoVentro Agraffe Profile

StoVentec FC Hidden Anchor









StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Concealed Fixing F.C. Installation under Parapet
Section View

Date: August 2025

Detail No.: 90.Fc.180C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro L or T-Profile

StoVentro Sub-construction Screw with
self-drilling and over-tightening protection

Anchoring element in accordance
with structural analysis

StoVentro Small (GP) Bracket

StoGuard® Air & Water-Resistive Barrier

®

Building with conscience.

StoVentec Fiber Cement Panel (10mm)

10-20mm

A

B

Building height A B

≤ 8 m (26 ft)

8-20 m (66 ft)

≥ 20 m (66 ft +) ≥ 40 mm ≥ 100 mm (4 in.)

≥ 30 mm

≥ 20 mm

≥ 80 mm (3 in.)

≥ 50 mm (2 in.)

in accordance with regulations for metalwork in
the roofing trade

Sto Ventilation Profile on
L-angle flashing (by others)

StoVentro Carrier Profile Hanger w/ Adjustment Screw

StoVentro Agraffe Profile

StoVentec FC Hidden Anchor
Two per Hanger, positioned 3" (76mm) away from horizontal edge of panel



StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Scupper Penetration with open joints - Concealed F.C. Fixing
Plan View

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Date: August 2025

Detail No.: 90.Fc.300C

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro L-Profile

Anchoring element in accordance
with structural analysis

StoVentro Bracket

StoGuard® Air & Water-Resistive Barrier

StoGuard Transition Component

Scupper Assembly with drip edge (by others)

®

Building with conscience.

8-10mm (38")

StoVentec Fiber Cement Panel (10mm)

8-10mm (38")

Position fasteners min. 1-1/4" (32mm) away from vertical edge

32mm (1-1
4")

32mm (1-1
4")

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per Hanger,
spaced per project wind load requirements

StoVentro Agraffe Profile



StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Concealed F.C. Fixing - Small Penetration - within the field of a panel
Plan View

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Date: August 2025

Detail No.: 90.Fc.330C

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro L-Profile

Anchoring element in accordance
with structural analysis

StoVentro Bracket

StoGuard® Air & Water-Resistive Barrier

Small penetration within the field
of a panel

®

Building with conscience.

Penetration Element (by others)
Attachment (by others)

StoVentec Fiber Cement Panel (10mm)

Coat cut panel edge with
water repellent solution

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per
Hanger, spaced per project wind load requirements

StoVentro Agraffe Profile



StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Back-up wall Structural Joint with Concealed Fixing Fiber Cement Joint
Plan View

Date: August 2025

Detail No.: 90.Fc.390C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

Structural wall assembly
(concrete, masonry, stud wall with sheathing)
Mineral wool insulation

StoVentro L-Profile

Anchoring element in accordance
with structural analysis

StoGuard® Air & Water-Resistive Barrier

StoVentro Bracket

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

®

Building with conscience.

StoVentec Fiber Cement Panel (10mm)

8-10mm (3
8")

32mm (1-1
4") min.

Note: Keep fasteners min. 32mm (1-1/4") (max.
4" (100mm)) in from vertical edge of panel.

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per
Hanger, spaced per project wind load
requirements

StoVentro Agraffe Profile

StoVentro Screw through Hanger/Agraffe
at top of panel to prevent lateral movement

StoVentro Adjustment Screw



Structural wall assembly
(concrete, masonry, stud wall with sheathing)

StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Concealed Fixing - Inside Corner - Open Joint
Plan View

Date: August 2025

Detail No.: 90.Fc.400C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

®

Building with conscience.

8-10mm open joint

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Mineral wool insulation

StoVentro L-Profile

Anchoring element in accordance
with structural analysis

StoVentro Bracket

StoGuard® Air & Water-Resistive Barrier

StoVentec Fiber Cement (10mm)

Note: keep fasteners 1-1/4" (32mm) in from vertical edges of panels and coat
cut edges with water repellant sealer.

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per Hanger,
spaced per project wind load requirements

StoVentro Agraffe Profile





StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Outside Corner - Concealed F.C. Fixing
Plan View

Date: August 2025

Detail No.: 90.Fc.410C

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro L-Profile

Anchoring element in accordance
with structural analysis

StoVentro Bracket

StoGuard® Air & Water-Resistive Barrier

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

®

Building with conscience.

8-10mm joint

StoVentec Fiber Cement (10mm)

StoVentro Agraffe Profile

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per
Hanger, spaced per project wind load
requirements
Note: Keep fasteners min. 32mm (1-1/4") (max.
4" (100mm)) in from vertical edge of panel.

StoVentro Screw through Hanger/Agraffe
at top of panel to prevent lateral movement

StoVentro Adjustment Screw

StoVentro L-Profile to connect/stiffen
cantilevered agraffe profile ends



StoVentec Fiber Cement
StoVentro™ Sub-Construction System
Segmented Radius/Non-90-Degree Outside Corner - Concealed F.C. Fixing
Plan View

Date: August 2025

Detail No.: 90.Fc.412C

StoVentro Sub-construction Screw
with self-drilling and over-tightening
protection

Structural wall assembly
(concrete, masonry, stud wall
with sheathing)

Mineral wool insulation

StoVentro L-Profile

StoVentro Bracket

StoGuard® Air &
Water-Resistive Barrier

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design professional,
general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no, liability for on-site inspections,
for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the nonperformance of adjacent building components
or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an improperly designed or constructed larger assembly or building may
result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY BUILDING
OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current information on proper
application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

®

Building with conscience.

8-12mm joint (trim optional) with mitered edges

StoVentec Fiber Cement (10mm)

Note: Keep fasteners min. 1-1/4" (32mm)
(4" (100mm) max.) in from vertical edges of panels
and coat panel cut edges with water repellant sealer.

StoVentro Agraffe Profile

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per
Hanger, spaced per project wind load
requirements

Anchoring element in accordance
with structural analysis

StoVentro Screw through Hanger/Agraffe
at top of panel to prevent lateral movement

StoVentro Adjustment Screw



StoVentec™ Fiber Cement
StoVentro Sub-construction
Fire Protection at Floor Line - Horizontal Joint with Sto Lamella - Concealed F.C. Fixing
Section View

Date: August 2025

Detail No.: 90.Fc.550C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design
professional, general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no,
liability for on-site inspections, for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the
nonperformance of adjacent building components or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an
improperly designed or constructed larger assembly or building may result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY
BUILDING OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current
information on proper application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

8-10mm ( 38")

76mm (3")

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Mineral wool insulation

StoVentro Profile

StoVentro Bracket

StoGuard® Air & Water-Resistive Barrier

StoVentec Fiber Cement Panel (10mm)

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

Anchoring element in accordance
with structural analysis

Note: Never fasten the same panel above
and below a profile joint. A horizontal panel
joint must occur at/near a profile joint.

Install 102mm (4") (h) x variable (d) x 136 kg/m3

(8.5 lb/ft3) density Sto Lamella
Depth adjusted as required to come within 25mm (1") of StoVentec
Fiber Cement. Lamella adhered to sheathing with Sto Portland
Cement-based adhesive. Note: where required by local code
jurisdiction, stack Sto Lamellas in two courses to achieve 8"
fireblocking in alignment with floor slab.

Intumescent Strip 100mm x 2mm (3 15
16" x 1

16") thick
Installed at front face of Sto Lamella

Mineral Wool Safing
Placed at floorlines

15-25 mm
9

16" - 1"

StoVentec Fiber Cement Carrier Profile Hanger
with Adjustment Screw and TUF-S 6x9 concealed
fasteners - two per Hanger, spaced per project wind
load requirements



StoVentec™ Fiber Cement
Fire Protection at Floor Lines with Metal Fire Break w/ Ventilation Profiles
Concealed F.C. Fixing
Section View

Date: August 2025

Detail No.: 90.Fc.555C

ATTENTION

Sto products are intended for use by qualified professional contractors, not consumers, as a component of a larger construction assembly as specified by a qualified design
professional, general contractor or builder. They should be installed in accordance with those specifications and Sto’s instructions. Sto Corp. disclaims all, and assumes no,
liability for on-site inspections, for its products applied improperly, or by unqualified persons or entities, or as part of an improperly designed or constructed building, for the
nonperformance of adjacent building components or assemblies, of for other construction activities beyond Sto’s control. Improper use of Sto products or use as part of an
improperly designed or constructed larger assembly or building may result in serious damage to Sto products, and to the structure of the building or its components.

STO CORP. DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED EXCEPT FOR EXPLICIT LIMITED WRITTEN WARRANTIES ISSUED TO AND ACCEPTED BY
BUILDING OWNERS IN ACCORDANCE WITH STO’S WARRANTY PROGRAMS WHICH ARE SUBJECT TO CHANGE FROM TIME TO TIME.  For the fullest, most current
information on proper application, clean-up, mixing and other specifications and warranties, cautions and disclaimers, please refer to the Sto Corp.website, www.stocorp.com.

StoVentro Sub-construction Screw
with self-drilling and over-tightening protection

StoVentec Fiber Cement (10mm)

Structural wall assembly
(concrete, masonry, stud wall with sheathing)

Anchoring element in accordance
with structural analysis

Mineral wool insulation

StoVentro Profile

StoGuard® Air & Water-Resistive Barrier

StoVentro Bracket

Install minimum 28 gauge steel angle
Depth adjusted as required to terminate within StoVentec Fiber
Cement joint. Angle supported by segments of Sto Ventilation
Profiles (40 x 100mm)  anchored to T-Profiles

Fire break metal must penetrate insulation 30mm

Mineral Wool Safing
Placed at floorlines

Sto Ventilation Profile (40 x 100mm) segment -
anchored to T/L-Profile with two StoVentro screws

®

Building with conscience.

8-10mm ( 38")

76mm (3")

76mm (3")

StoVentec Fiber Cement Carrier Profile Hanger
with TUF-S 6x9 concealed fasteners - two per
Hanger, spaced per project wind load requirements

StoVentro Leveling Screw
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